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TX-2C/RX-2C

TOY CAR REMOTE CONTROLLER WITH FIVE FUNCTIONS

DESCRIPTION

The TX-2C/RX-2C is a pair of CMOS LSIs designed for remote

controlled car applications. The TX-2C/RX-2C has five control keys for

controlling the motions (i.e. forward, backward, rightward, leftward and

the turbo function) of the remote controlled car.
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TX-2CS

DIP-14
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FEATURES

RX-2C

RX-2CS

* Wide operating voltage range (VCC=1.8V~5.0V when DC-DC is

not used and VCC=1.0V~5.0V when DC-DC is used)

* Low stand-by current

* In order to be used in the low voltage condition, the DC-DC is

added in RX-2C; you can decide whether to use DC-DC; the

voltage to turn on is 1.0V ; and the voltage to work is 0.8V ; and

the output voltage is 3.0V ;

* Auto-power-off function for TX-2C

* Few external components are needed

DIP-16
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ORDERING INFORMATION

Device

TX-2C

TX-2CS

RX-2C

RX-2CS

Package

DIP-14-300-2.54

SOP-14-225-1.27

DIP-16-300-2.54

SOP-16-225-1.27
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RECEIVER II (RX-2C FOSC=116~140 kHz)

TX-2C/RX-2C

Note:1. MOD=0(pulled low)

2. Using DC-DC converter because of low supply voltage

3. Two grade shift gears are realized.
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推荐数据表

	零件编号	描述	制造商
	TX-2C	TOY CAR REMOTE CONTROLLER	
Silan Microelectronics
	TX-2CS	TOY CAR REMOTE CONTROLLER	
Silan Microelectronics




	零件编号	描述	制造商
	STK15C88	256-Kbit (32 K x 8) PowerStore nvSRAM	
Cypress Semiconductor
	NJM4556	DUAL HIGH CURRENT OPERATIONAL AMPLIFIER	
New Japan Radio
	EL1118-G	5 PIN LONG CREEPAGE SOP PHOTOTRANSISTOR PHOTOCOUPLER	
Everlight
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