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FEATURES:

Click on Series name for product info on aimtec.com

Series AM3D-Z

3 Watt | DC-DC Converter

 7 Pin SIP Package

 High Efficiency up to 90%

 Low Profile Plastic Package

 RoHS Compliant

 Operating Temperature -40oC to +85oC

 Short Circuit Protection

 Input / Output Isolation 1000, 3000 VDC

 Pin Compatible With Multiple Manufacturers

Models

Single output

Model

AM3D-0505SZ

AM3D-0509SZ

AM3D-0512SZ

AM3D-0515SZ

AM3D-1205SZ

AM3D-1209SZ

AM3D-1212SZ

AM3D-1215SZ

AM3D-0505SH30Z

AM3D-0509SH30Z

AM3D-0512SH30Z

AM3D-0515SH30Z

AM3D-1205SH30Z

AM3D-1209SH30Z

AM3D-1212SH30Z

AM3D-1215SH30Z

Input Voltage

(V)

4.5-5.5

4.5-5.5

4.5-5.5

4.5-5.5

10.8-13.2

10.8-13.2

10.8-13.2

10.8-13.2

4.5-5.5

4.5-5.5

4.5-5.5

4.5-5.5

10.8-13.2

10.8-13.2

10.8-13.2

10.8-13.2

Output

Voltage

(V)

5

9

12

15

5

9

12

15

5

9

12

15

5

9

12

15

Output Current

Max (mA)

600

333

250

200

600

333

250

200

600

333

250

200

600

333

250

200

Isolation

(VDC)

1000

1000

1000

1000

1000

1000

1000

1000

3000

3000

3000

3000

3000

3000

3000

3000

Input Current

Full | No Load

(mA)

769 80

714 70

714 80

714 80

298 25

287 25

284 25

278 20

769 80

714 70

714 80

714 80

298 25

287 25

284 25

278 20

Efficiency

(%)

80

81

82

84

84

86

89

90

80

81

82

84

84

86

89

90

Models

Dual output

Model

AM3D-0505DZ

AM3D-0509DZ

AM3D-0512DZ

AM3D-0515DZ

AM3D-1205DZ

AM3D-1209DZ

AM3D-1212DZ

AM3D-1215DZ

Input Voltage

(V)

4.5-5.5

4.5-5.5

4.5-5.5

4.5-5.5

10.8-13.2

10.8-13.2

10.8-13.2

10.8-13.2

Output

Voltage

(V)

±5

±9

±12

±15

±5

±9

±12

±15

Output Current

Max (mA)

±300

±167

±125

±100

±300

±167

±125

±100

Isolation

(VDC)

1000

1000

1000

1000

1000

1000

1000

1000

Input Current

Full | No Load

(mA)

741 80

706 70

706 70

714 80

294 25

284 25

281 25

278 20

Efficiency

(%)

82

83

84

86

85

86

89

90

AM3D-0505DH30Z

AM3D-0509DH30Z

AM3D-0512DH30Z

AM3D-0515DH30Z

AM3D-1205DH30Z

AM3D-1209DH30Z

AM3D-1212DH30Z

AM3D-1215DH30Z

4.5-5.5

4.5-5.5

4.5-5.5

4.5-5.5

10.8-13.2

10.8-13.2

10.8-13.2

10.8-13.2

±5

±9

±12

±15

±5

±9

±12

±15

±300

±167

±125

±100

±300

±167

±125

±100

3000

3000

3000

3000

3000

3000

3000

3000

741 80

706 70

706 70

714 80

294 25

284 25

281 25

278 20

82

83

84

86

85

86

89

90

NOTE: All specifications in this datasheet are measured at an ambient temperature of 25°C, humidity<75%, nominal input voltage and at rated output load

unless otherwise specified.
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分享链接
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推荐数据表

	零件编号	描述	制造商
	AM3D-Z	DC-DC Converter	
AIMTEC




	零件编号	描述	制造商
	STK15C88	256-Kbit (32 K x 8) PowerStore nvSRAM	
Cypress Semiconductor
	NJM4556	DUAL HIGH CURRENT OPERATIONAL AMPLIFIER	
New Japan Radio
	EL1118-G	5 PIN LONG CREEPAGE SOP PHOTOTRANSISTOR PHOTOCOUPLER	
Everlight
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