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	零件编号	AM3TW-VZ	
	



	描述	DC-DC Converter
	制造商	AIMTEC
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Models

Single Output

Model

AM3TW-2405S-VZ

AM3TW-2409S-VZ

AM3TW-2412S-VZ

AM3TW-2415S-VZ

AM3TW-2424S-VZ

AM3TW-4805S-VZ

AM3TW-4809S-VZ

AM3TW-4812S-VZ

AM3TW-4815S-VZ

AM3TW-4824S-VZ

AM3TW-2405SH35-VZ

AM3TW-2409SH35-VZ

AM3TW-2412SH35-VZ

AM3TW-2415SH35-VZ

AM3TW-2424SH35-VZ

AM3TW-4805SH35-VZ

AM3TW-4809SH35-VZ

AM3TW-4812SH35-VZ

AM3TW-4815SH35-VZ

AM3TW-4824SH35-VZ

Models

Dual Output

Model

AM3TW-2405D-VZ

AM3TW-2409D-VZ

AM3TW-2412D-VZ

AM3TW-2415D-VZ

AM3TW-2424D-VZ

AM3TW-4805D-VZ

AM3TW-4809D-VZ

AM3TW-4812D-VZ

AM3TW-4815D-VZ

AM3TW-4824D-VZ

AM3TW-2405DH35-VZ

AM3TW-2409DH35-VZ

AM3TW-2412DH35-VZ

AM3TW-2415DH35-VZ

AM3TW-2424DH35-VZ

AM3TW-4805DH35-VZ

AM3TW-4809DH35-VZ

AM3TW-4812DH35-VZ

AM3TW-4815DH35-VZ

AM3TW-4824DH35-VZ

www.aimtec.com

F 051e R13.C

FEATURES:

 Wide Input Range (4:1)

 24 Pin DIP Package

 Metal Package

 High Efficiency up to 79%

Click on Series name for product info on aimtec.com

Series AM3TW-VZ

3 Watt | DC-DC Converter

 Operating Temperature -40oC to + 85oC

 Input / Output Isolation 1500 or 3500VDC

 Pin Compatible with Multiple Manufacturers

 Continuous Short Circuit Protection

Input

Voltage

(V)

9-36

9-36

9-36

9-36

9-36

18-72

18-72

18-72

18-72

18-72

9-36

9-36

9-36

9-36

9-36

18-72

18-72

18-72

18-72

18-72

Output

Voltage

(V)

5

9

12

15

24

5

9

12

15

24

5

9

12

15

24

5

9

12

15

24

Output

Current Max

(mA)

600

333

250

200

125

600

333

250

200

125

600

333

250

200

125

600

333

250

200

125

Capacitive

Load

Max (μF)

2200

470

470

470

220

2200

470

470

470

220

2200

470

470

470

220

2200

470

470

470

220

Input Current

Full | No Load

(mA)

178 20

176 20

171 20

171 20

176 30

83 10

81 10

79 10

79 10

82 10

178 20

176 20

171 20

171 20

176 30

83 10

81 10

79 10

79 10

82 10

Efficiency

(%)

70

71

73

73

71

75

77

79

79

76

70

71

73

73

71

75

77

79

79

76

Input

Voltage (V)

9-36

9-36

9-36

9-36

9-36

18-72

18-72

18-72

18-72

18-72

9-36

9-36

9-36

9-36

9-36

18-72

18-72

18-72

18-72

18-72

Output

Voltage

(V)

±5

±9

±12

±15

±24

±5

±9

±12

±15

±24

±5

±9

±12

±15

±24

±5

±9

±12

±15

±24

Output

Current Max

(mA)

±300

±167

±125

±100

±63

±300

±167

±125

±100

±63

±300

±167

±125

±100

±63

±300

±167

±125

±100

±63

Tel: +1 514 620 2722
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Capacitive

Load

Max (μF)

±1000

±220

±220

±220

±100

±1000

±220

±220

±220

±100

±1000

±220

±220

±220

±100

±1000

±220

±220

±220

±100

Input Current

Full | No Load

(mA)

178 20

173 20

168 20

168 20

176 30

85 10

83 10

80 10

80 10

82 10

178 20

173 20

168 20

168 20

176 30

85 10

83 10

80 10

80 10

82 10

Efficiency

(%)

70

72

74

74

73

73

75

78

78

76

70

72

74

74

73

73

75

78

78

76

Toll free: + 1 888 9 AIMTEC

(924 6832)

North America only
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分享链接


    Link : 

	
	



推荐数据表

	零件编号	描述	制造商
	AM3TW-VZ	DC-DC Converter	
AIMTEC




	零件编号	描述	制造商
	STK15C88	256-Kbit (32 K x 8) PowerStore nvSRAM	
Cypress Semiconductor
	NJM4556	DUAL HIGH CURRENT OPERATIONAL AMPLIFIER	
New Japan Radio
	EL1118-G	5 PIN LONG CREEPAGE SOP PHOTOTRANSISTOR PHOTOCOUPLER	
Everlight
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