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Click on Series name for product info on aimtec.com

Series AM8TW-IZ

8 Watt | DC-DC Converter

FEATURES:

• RoHS compliant

• 24 Pin DIP Package

• Wide 4:1 input range

• Power modules for PCB mounting

• Over Voltage Protection

• Operating temperature -40oC to + 75oC

• Regulated output

• Low ripple and noise

• Input/Output Isolation voltage 1500VDC

• Continuos Short Circuit Protection

Models

Single output

Model

AM8TW -2403SIZ

AM8TW -2405SIZ

AM8TW -2412SIZ

AM8TW -2415SIZ

AM8TW -4803SIZ

AM8TW -4805SIZ

AM8TW -4812SIZ

AM8TW -4815SIZ

AM8TW -11005SIZ

AM8TW -11012SIZ

AM8TW -11015SIZ

AM8TW -11024SIZ

Input

Voltage (V)

9-36

9-36

9-36

9-36

18-75

18-75

18-75

18-75

36-160

36-160

36-160

36-160

Models

Dual output

Model

AM8TW -2405DIZ

AM8TW -2412DIZ

AM8TW -2415DIZ

AM8TW -4805DIZ

AM8TW -4812DIZ

AM8TW -4815DIZ

AM8TW -11005DIZ

AM8TW -11012DIZ

AM8TW -11015DIZ

Input

Voltage (V)

9-36

9-36

9-36

18-75

18-75

18-75

36-160

36-160

36-160

Input Specifications

Parameters

Voltage range

Filter

Absolute Maximum Rating

Permissible absolute maximum duration

Isolation Specifications

Parameters

Tested I/O voltage

Resistance

Capacitance

www.aimtec.com

F 051e R8.G

Output

Voltage

(V)

3.3

5

12

15

3.3

5

12

15

5

12

15

24

Output Current

max (mA)

1400

1500

620

500

1400

1500

620

500

1400

580

460

290

Max.

Capacitive

Load (µF)

2000

2000

300

300

2000

2000

300

300

2000

300

300

300

Ripple &

Noise

typ.

80mV p-p

80mV p-p

120mV p-p

150mV p-p

80mV p-p

80mV p-p

120mV p-p

150mV p-p

80mV p-p

120mV p-p

150mV p-p

240mV p-p

Efficiency

(%)

76

82

84

84

76

82

84

84

80

80

81

81

Output

Voltage

(V)

±5

±12

±15

±5

±12

±15

±5

±12

±15

Output Current

max (mA)

±750

±310

±250

±750

±310

±250

±750

±310

±250

Max.

Capacitive

Load (µF)

2000

300

300

2000

300

300

2000

300

300

Ripple &

Noise

typ

80mV p-p

120mV p-p

150mV p-p

80mV p-p

120mV p-p

150mV p-p

80mV p-p

120mV p-p

150mV p-p

Efficiency

(%)

82

84

84

82

84

83

75

81

82

Conditions

24

48

110

24 Vin

48 Vin

Typical

Maximum

9-36

18-75

36-160

π (Pi) Network

40

83

2

Units

VDC

VDC

h

Conditions

60 sec

Typical

> 1000

1000

Tel: +1 514 620 2722
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Rated

1500

Units

VDC

MOhm

pF

Toll free: + 1 888 9 AIMTEC

(924 6832)

North America only
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推荐数据表

	零件编号	描述	制造商
	AM8TW-I	8 watt dc-dc converters	
AIMTEC
	AM8TW-IZ	DC-DC Converter	
AIMTEC




	零件编号	描述	制造商
	STK15C88	256-Kbit (32 K x 8) PowerStore nvSRAM	
Cypress Semiconductor
	NJM4556	DUAL HIGH CURRENT OPERATIONAL AMPLIFIER	
New Japan Radio
	EL1118-G	5 PIN LONG CREEPAGE SOP PHOTOTRANSISTOR PHOTOCOUPLER	
Everlight
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