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Production specification

Super Fast Rectifier

SF2020BC-SF2060BC

FEATURES

 Low cost.

 Low Leakage.

 Low forward voltage drop.

Pb

Lead-free

 High current capability.

 Easily cleaned with alcohol,Isopropanol

and similar solvents.

 The Plastic Material Carries U/L Recognition 94V-0.

TO-263

MAXIMUM RATING operating temperature range applies unless otherwise specified

Symbol Parameter

SF SF

2020 2030

BC BC

SF

2040

BC

SF

2050

BC

SF

2060

BC

Unit

VRRM

Repetitive Peak Reverse Voltage

200 300 400 500 600 V

VRMS

RMS Voltage

140 210 270 350 420 V

VDC

IF(AV)

IFSM

Tj Tstg

DC Blocking Voltage

200

Average Forward Rectified Current

@TA=100℃

Peak Forward SurgeCurrent 8.3ms Single

Half Sine-wave Superimosed on Rated

Load

Operating Junction and Storage

Temperature Range

300 400 500

20

150

-55 to +150

600 V

A

A

℃

X053
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推荐数据表

	零件编号	描述	制造商
	SF2030BC	Super Fast Rectifier	
Galaxy Microelectronics




	零件编号	描述	制造商
	STK15C88	256-Kbit (32 K x 8) PowerStore nvSRAM	
Cypress Semiconductor
	NJM4556	DUAL HIGH CURRENT OPERATIONAL AMPLIFIER	
New Japan Radio
	EL1118-G	5 PIN LONG CREEPAGE SOP PHOTOTRANSISTOR PHOTOCOUPLER	
Everlight
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