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GENERAL PURPOSE 6-PIN

PHOTOTRANSISTOR OPTOCOUPLERS
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DESCRIPTION

The general purpose optocouplers consist of a gallium arsenide infrared emitting diode driving a silicon phototransistor in a 6-pin

dual in-line package.

FEATURES

• Also available in white package by specifying -M sufﬁx, eg. 4N25-M

• UL recognized (File # E90700)

• VDE recognized (File # 94766)

- Add option V for white package (e.g., 4N25V-M)

- Add option 300 for black package (e.g., 4N25.300)

APPLICATIONS

• Power supply regulators

• Digital logic inputs

• Microprocessor inputs
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Fig. 13 Switching Speed vs. Load Resistor

(Black Package)
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Fig. 15 Normalized ton vs. RBE

(Black Package)
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Fig. 17 Normalized toff vs. RBE

(Black Package)
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Fig. 14 Switching Speed vs. Load Resistor

(White Package)
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Fig. 16 Normalized ton vs. RBE

(White Package)
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Fig. 18 Normalized toff vs. RBE

(White Package)
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推荐数据表

	零件编号	描述	制造商
	4N22	JAN/ JANTX/ JANTXV/ SINGLE CHANNEL OPTOCOUPLERS	
Micropac Industries
	4N22A	JAN/ JANTX/ JANTXV/ SINGLE CHANNEL OPTOCOUPLERS	
Micropac Industries
	4N22U	(4N22U - 4N24U) 6-Pin LCC Optocouplers	
Micropac Industries
	4N23	JAN/ JANTX/ JANTXV/ SINGLE CHANNEL OPTOCOUPLERS	
Micropac Industries




	零件编号	描述	制造商
	STK15C88	256-Kbit (32 K x 8) PowerStore nvSRAM	
Cypress Semiconductor
	NJM4556	DUAL HIGH CURRENT OPERATIONAL AMPLIFIER	
New Japan Radio
	EL1118-G	5 PIN LONG CREEPAGE SOP PHOTOTRANSISTOR PHOTOCOUPLER	
Everlight






	
DataSheet8.cn    |   2020   |  联系我们   |   搜索  |  Simemap











