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General Purpose 6-Pin Photodarlington Optocoupler

tm

Features

■ High sensitivity to low input drive current

■ Meets or exceeds all JEDEC Registered

Speciﬁcations

■ VDE 0884 approval available as a test option

– add option .300. (e.g., 4N29.300)

Applications

■ Low power logic circuits

■ Telecommunications equipment

■ Portable electronics

■ Solid state relays

■ Interfacing coupling systems of different potentials

and impedances

Description

The 4N29, 4N30, 4N31, 4N32, 4N33 have a gallium

arsenide infrared emitter optically coupled to a silicon

planar photodarlington.
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Black Package (No -M Sufﬁx)

Package Dimensions (Through Hole)

PIN 1

ID.

0.270 (6.86)

0.240 (6.10)

0.070 (1.78)

0.045 (1.14)

0.350 (8.89)

0.330 (8.38)

0.200 (5.08)

0.115 (2.92)

0.154 (3.90)

0.100 (2.54)

0.022 (0.56)

0.016 (0.41)

0.100 (2.54)

TYP

0.020 (0.51)

MIN

0.016 (0.40)

0.008 (0.20)

0° to 15°

0.300 (7.62)

TYP

Package Dimensions (0.4” Lead Spacing)

PIN 1 ID

0.270 (6.86)

0.240 (6.10)

0.350 (8.89)

0.330 (8.38)

0.070 (1.78)

0.045 (1.14)

0.200 (5.08)

0.135 (3.43)

0.154 (3.90)

0.100 (2.54)

0.022 (0.56)

0.016 (0.41)

0.004 (0.10)

MIN

0.100 (2.54) TYP

0.016 (0.40)

0.008 (0.20)

0° to 15°

0.400 (10.16)

TYP

Note:

All dimensions are in inches (millimeters).

Package Dimensions (Surface Mount)

0.350 (8.89)

0.320 (8.13)

Pin 1 ID

0.390 (9.90)

0.260 (6.60) 0.332 (8.43)

0.240 (6.10)

0.070 (1.77)

0.040 (1.02)

0.200 (5.08)

0.115 (2.93)

0.025 (0.63)

0.020 (0.51)

0.020 (0.50)

0.016 (0.41)

0.014 (0.36)

0.010 (0.25)

0.320 (8.13)

0.012 (0.30)

0.008 (0.20)

0.100 [2.54]

0.035 (0.88)

0.012 (0.30)

Recommended Pad Layout for

Surface Mount Leadform

0.070 (1.78)

0.060 (1.52)

0.415 (10.54)

0.100 (2.54)

0.295 (7.49)

0.030 (0.76)
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推荐数据表

	零件编号	描述	制造商
	4N30	STANDARD THRU HOLE CASE 730A-04	
Motorola  Inc
	4N30	PHOTO TRANSISTOR (AC LINE/DIGITAL LOGIC ISOLATOR)	
Toshiba Semiconductor
	4N30	GENERAL PURPOSE 6-PIN PHOTODARLINGTON OPTOCOUPLERS	
QT Optoelectronics
	4N30	(4N30 - 4N3) General Purpose 6-Pin Photodarlington Optocoupler	
Fairchild Semiconductor




	零件编号	描述	制造商
	STK15C88	256-Kbit (32 K x 8) PowerStore nvSRAM	
Cypress Semiconductor
	NJM4556	DUAL HIGH CURRENT OPERATIONAL AMPLIFIER	
New Japan Radio
	EL1118-G	5 PIN LONG CREEPAGE SOP PHOTOTRANSISTOR PHOTOCOUPLER	
Everlight
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