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SS1A - SS1M

PRV : 50 - 1000 Volts

Io : 1.0 Ampere

SURFACE MOUNT

SUPER FAST RECTIFIERS

SMA (DO-214AC)

FEATURES :

* High current capability

* High surge current capability

* High reliability

* Low reverse current

* Low forward voltage drop

* Super fast recovery time

1.1 ± 0.3

1.2 ± 0.2

2.6 ± 0.15

2.1 ± 0.2

0.2 ± 0.07

MECHANICAL DATA :

* Case : SMA Molded plastic

* Epoxy : UL94V-O rate flame retardant

* Lead : Lead Formed for Surface Mount

* Polarity : Color band denotes cathode end

* Mounting position : Any

* Weight : 0.064 gram

2.0 ± 0.2

Dimensions in millimeter

MAXIMUM RATINGS AND ELECTRICAL CHARACTERISTICS

Rating at 25 °C ambient temperature unless otherwise specified.

Single phase, half wave, 60 Hz, resistive or inductive load.

For capacitive load, derate current by 20%.

RATING

Maximum Recurrent Peak Reverse Voltage

Maximum RMS Voltage

Maximum DC Blocking Voltage

Maximum Average Forward Current Ta = 55 °C

Peak Forward Surge Current

8.3 ms. Single half sine wave Superimposed

on rated load (JEDEC Method)

Maximum Peak Forward Voltage at IF = 1.0 Amp.

Maximum DC Reverse Current Ta = 25 °C

at Rated DC Blocking Voltage Ta = 100 °C

Maximum Reverse Recovery Time ( Note 1 )

Typical Junction Capacitance ( Note 2 )

Junction Temperature Range

Storage Temperature Range

SYMBOL

VRRM

VRMS

VDC

IF(AV)

SS1A

50

35

50

SS1B

100

70

100

SS1C

150

105

150

SS1D

200

140

200

SS1E

300

210

300

1.0

SS1G

400

280

400

SS1J

600

420

600

SS1K

800

560

800

SS1M UNIT

1000 Volts

700 Volts

1000 Volts

Amp.

IFSM

VF

IR

IR(H)

Trr

CJ

TJ

TSTG

30

0.95 1.4

5

50

35

50

- 65 to + 150

- 65 to + 150

Amps.

1.7 Volts

µA

µA

ns

pf

°C

°C

Notes :

( 1 ) Reverse Recovery Test Conditions : IF = 0.5 A, IR = 1.0 A, Irr = 0.25 A.

( 2 ) Measured at 1.0 MHz and applied reverse voltage of 4.0 VDC
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推荐数据表

	零件编号	描述	制造商
	SS100	(SS12 - SS100) 1.0 Ampere Schottky Barrier Rectifiers	
Fairchild Semiconductor
	SS100	(SS12 - SS100) SURFACE MOUNT SCHOTTKY BARRIER RECTIFIERS	
Jinan Gude Electronic Device
	SS100	(SS12 - SS100) SURFACE MOUNT SCHOTTKY BARRIER RECTIFIER	
TRSYS
	SS100	Surface Mount Digital Position Sensors	
HONEYWELL




	零件编号	描述	制造商
	STK15C88	256-Kbit (32 K x 8) PowerStore nvSRAM	
Cypress Semiconductor
	NJM4556	DUAL HIGH CURRENT OPERATIONAL AMPLIFIER	
New Japan Radio
	EL1118-G	5 PIN LONG CREEPAGE SOP PHOTOTRANSISTOR PHOTOCOUPLER	
Everlight
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