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TO OUR VALUED CUSTOMERS

It is our intention to provide our valued customers with the best documentation possible to ensure successful use of your Microchip

products. To this end, we will continue to improve our publications to better suit your needs. Our publications will be refined and

enhanced as new volumes and updates are introduced.

If you have any questions or comments regarding this publication, please contact the Marketing Communications Department via

E-mail at [email protected] or fax the Reader Response Form in the back of this data sheet to (480) 792-4150. We

welcome your feedback.

Most Current Data Sheet

To obtain the most up-to-date version of this data sheet, please register at our Worldwide Web site at:

http://www.microchip.com

You can determine the version of a data sheet by examining its literature number found on the bottom outside corner of any page.

The last character of the literature number is the version number, (e.g., DS30000A is version A of document DS30000).

Errata

An errata sheet, describing minor operational differences from the data sheet and recommended workarounds, may exist for current

devices. As device/documentation issues become known to us, we will publish an errata sheet. The errata will specify the revision

of silicon and revision of document to which it applies.

To determine if an errata sheet exists for a particular device, please check with one of the following:

• Microchip’s Worldwide Web site; http://www.microchip.com

• Your local Microchip sales office (see last page)

When contacting a sales office, please specify which device, revision of silicon and data sheet (include literature number) you are

using.

Customer Notification System

Register on our web site at www.microchip.com to receive the most current information on all of our products.
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2.2 Programmer’s Model

The programmer’s model is shown in Figure 2-1 and

consists of 16x16-bit working registers (W0 through

W15), 2x40-bit accumulators (ACCA and ACCB),

STATUS register (SR), Data Table Page register

(TBLPAG), Program Space Visibility Page register

(PSVPAG), DO and REPEAT registers (DOSTART,

DOEND, DCOUNT and RCOUNT) and Program

Counter (PC). The working registers can act as data,

address or offset registers. All registers are memory

mapped. W0 acts as the W register for file register

addressing.

Some of these registers have a shadow register asso-

www.DataSheet4Uci.actoemd with each of them, as shown in Figure 2-1. The

shadow register is used as a temporary holding register

and can transfer its contents to or from its host register

upon the occurrence of an event. None of the shadow

registers are accessible directly. The following rules

apply for transfer of registers into and out of shadows.

• PUSH.S and POP.S

W0, W1, W2, W3, SR (DC, N, OV, Z and C bits

only) are transferred.

• DO instruction

DOSTART, DOEND, DCOUNT shadows are

pushed on loop start and popped on loop end.

When a byte operation is performed on a working

register, only the Least Significant Byte of the target

register is affected. However, a benefit of memory

mapped working registers is that both the Least and

Most Significant Bytes can be manipulated through

byte wide data memory space accesses.

2.2.1

SOFTWARE STACK POINTER/

FRAME POINTER

The dsPIC® Digital Signal Controllers contain a soft-

ware stack. W15 is the dedicated software Stack

Pointer (SP) and is automatically modified by exception

processing and subroutine calls and returns. However,

W15 can be referenced by any instruction in the same

manner as all other W registers. This simplifies the

reading, writing and manipulation of the Stack Pointer

(e.g., creating stack frames).

Note: In order to protect against misaligned

stack accesses, W15<0> is always clear.

W15 is initialized to 0x0800 during a Reset. The user

may reprogram the SP during initialization to any

location within data space.

W14 has been dedicated as a Stack Frame Pointer as

defined by the LNK and ULNK instructions. However,

W14 can be referenced by any instruction in the same

manner as all other W registers.

2.2.2 STATUS REGISTER

The dsPIC DSC core has a 16-bit STATUS register (SR),

the Least Significant Byte of which is referred to as the

SR Low Byte (SRL) and the Most Significant Byte as the

SR High Byte (SRH). See Figure 2-1 for SR layout.

SRL contains all the DSP ALU operation Status flags

(including the Z bit), as well as the CPU Interrupt Prior-

ity Level Status bits, IPL<2:0>, and the Repeat Active

Status bit, RA. During exception processing, SRL is

concatenated with the MSB of the PC to form a

complete word value which is then stacked.

The upper byte of the SR register contains the DSP

Adder/Subtracter Status bits, the DO Loop Active bit

(DA) and the Digit Carry (DC) Status bit.

2.2.3 PROGRAM COUNTER

The Program Counter is 23 bits wide. Bit 0 is always

clear; therefore, the PC can address up to 4M

instruction words.
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