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AC50 Axial Coated Inductors

RoHS

22AWG

Dimensions:

Inches

(mm)

1.15 NOMINAL

0.375 MAX.

(9.52)

1.15 NOMINAL

0.175

(4.44)

MAX.

Features

• Incorporation of a special lead wire

configuration eliminating defects inherent

in exisitng Axial leaded products such as

open coil.

• High Current Capacity

• Expanded operating temp range

• Low DC Resistance

• Available on tape and Reel or Ammo

Pack for Auto placement.

Electrical

Inductance Range: 1.0µh to 10,000µh

Tolerance: 10% over entire range

Available in tighter tolerances

Test Frequency: as noted in table

Operating Temp: -55ºC ~ +125ºC

Current Rating: Based on a 10% drop in

L from initial value.

Part temperature should not exceed 125ºC

Test Equipment

(L) & (Q): HP 4342A Q meter or equivalent

DCR: CH301 Current Source and DCR Meter

SRF: HP4191A

IDC: CH301 Current Source and DCR Meter

Physical

www.PDaactkaaSghineegt:4U50.c0o0mpieces per 13” Tape and reel

3000 pieces per Ammo Pack

Marking: 4 Band Color Code

For Tape and Reel packaging please

add ”-TR” to the part number.

Allied

Part

Number

Inductance Tolerance

(µh) (%)

Q

Min.

AC50-1R0K-RC

AC50-1R2K-RC

AC50-1R5K-RC

AC50-1R8K-RC

AC50-2R2K-RC

AC50-2R7K-RC

AC50-3R3K-RC

AC50-3R9K-RC

AC50-4R7K-RC

AC50-5R6K-RC

AC50-6R8K-RC

AC50-8R2K-RC

AC50-100K-RC

AC50-120K-RC

AC50-150K-RC

AC50-180K-RC

AC50-220K-RC

AC50-270K-RC

AC50-330K-RC

AC50-390K-RC

AC50-470K-RC

AC50-560K-RC

AC50-680K-RC

AC50-820K-RC

AC50-100K-RC

AC50-121K-RC

AC50-151K-RC

AC50-181K-RC

AC50-221K-RC

AC50-271K-RC

AC50-331K-RC

AC50-391K-RC

AC50-471K-RC

AC50-561K-RC

AC50-681K-RC

AC50-821K-RC

AC50-102K-RC

AC50-122K-RC

AC50-152K-RC

AC50-182K-RC

AC50-222K-RC

AC50-272K-RC

AC50-332K-RC

AC50-392K-RC

AC50-472K-RC

AC50-562K-RC

AC50-682K-RC

AC50-822K-RC

AC50-103K-RC
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All specifications subject to change without notice.

Test

Freq.

(MHz)
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1.0

0.97

0.92

0.84

0.80

0.74

0.73

0.66

0.54

0.47

DCR

Max.

(Ω)

Rated

Current

(mA)

0.07

0.093
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推荐数据表

	零件编号	描述	制造商
	AC50-1R5K-RC	Axial Coated Inductors	
Allied Components International




	零件编号	描述	制造商
	STK15C88	256-Kbit (32 K x 8) PowerStore nvSRAM	
Cypress Semiconductor
	NJM4556	DUAL HIGH CURRENT OPERATIONAL AMPLIFIER	
New Japan Radio
	EL1118-G	5 PIN LONG CREEPAGE SOP PHOTOTRANSISTOR PHOTOCOUPLER	
Everlight
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