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Snap-In Aluminum Electrolytic Capacitors

PEH536 Series, +105ºC

Overview

KEMET's PEH536 is a long-life electrolytic capacitor designed

to offer high ripple current capability and low mounting cost. Low

ESR is the result of a very low resistive paper/electrolyte system.

Low ESR, together with the TDC thermal concept, gives the

PEH536 a high ripple current capability.

Applications

Typical applications for KEMET's PEH536 capacitor include

switch mode power supplies (SMPS), drives, welding equipment,

uninterruptible power supplies (UPS), and other power electronic

applications where high current ratings and compact size are

important.

Benefits

•	Snap-In

•	 6,000 hours at +105°C

•	 PCB mounting

•	 Low ESR and ESL

•	 High ripple current

Part Number System

PEH536

Series

Snap-In type

Aluminum

Electrolytic

J

Voltage (VDC)

J = 35

M = 63

P = 100

R = 200

S = 250

U = 350

V = 400

Y = 450

AD

Size Code

See Dimension

Table

439

Capacitance Code (µF)

The second two digits

indicate the two most

significant digits of the

capacitance value. The

first digit indicates the

total number digits.

0

Version

0 = Standard

M

Capacitance

Tolerance

M = ±20%

2

Termination

See Termination

Table
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Snap-In Aluminum Electrolytic Capacitors – PEH536, +105ºC

Table 1 – Ratings & Part Number Reference cont'd

VDC

200

200

200

200

200

200

200

200

250

250

250

250

250

250

250

250

250

250

250

250

250

250

350

350

350

350

350

350

350

350

350

350

350

350

350

350

350

350

350

400

400

400

400

400

400

400

400

400

400

400

400

400

400

400

400

400

400

400

400

400

Rated

Capacitance

100 Hz

20°C (µF)

680

680

680

820

820

1000

1000

1200

150

220

220

270

330

330

390

470

470

560

680

680

820

1000

100

100

120

150

150

180

220

220

270

270

330

330

470

560

560

680

1000

68

68

82

100

100

120

150

150

150

180

180

220

220

270

330

330

390

470

560

680

1000

Size Code

BG

CE

DD

CF

DD

CG

DE

DG

AC

AE

BC

BD

BE

CC

BF

BG

CE

CF

CG

DE

DF

DG

AC

BB

AD

AE

BC

AF

AG

BE

BG

CE

CF

DD

DE

DF

DG

DI

EM

AC

BB

AD

AD

BC

AE

AG

BE

CC

CD

DC

BG

CE

CF

CG

DE

DF

DG

DH

EI

EM

VDC Rated Capacitance Size Code

Case Size Ripple Current Maximum

D x L (mm)

25 x 50

30 x 40

35 x 35

30 x 45

35 x 35

30 x 50

35 x 40

35 x 50

22 x 30

22 x 40

25 x 30

25 x 35

25 x 40

30 x 30

25 x 45

25 x 50

30 x 40

30 x 45

30 x 50

35 x 40

35 x 45

35 x 50

22 x 30

25 x 25

22 x 35

22 x 40

25 x 30

22 x 45

22 x 50

25 x 40

25 x 50

30 x 40

30 x 45

35 x 35

35 x 40

35 x 45

35 x 50

35 x 60

40 x 80

22 x 30

25 x 25

22 x 35

22 x 35

25 x 30

22 x 40

22 x 50

25 x 40

30 x 30

30 x 35

35 x 30

25 x 50

30 x 40

30 x 45

30 x 50

35 x 40

35 x 45

35 x 50

35 x 55

40 x 60

40 x 80

Case Size

100 Hz

105°C (A)

1.5

1.6

1.6

1.8

1.8

2.0

2.0

2.3

0.6

0.8

0.8

0.9

1.0

1.1

1.2

1.3

1.4

1.6

1.8

1.8

2.0

2.3

0.6

0.6

0.6

0.7

0.7

0.8

1.0

1.0

1.1

1.2

1.3

1.3

1.6

1.8

1.9

2.2

2.9

0.5

0.5

0.6

0.6

0.6

0.7

0.8

0.8

0.9

1.0

1.0

1.1

1.1

1.3

1.5

1.5

1.7

1.9

2.1

2.5

3.1

20 kHz

40°C (A)

10.0

11.8

11.5

13.3

11.8

14.8

13.5

16.2

5.3

7.0

6.0

7.1

8.1

8.8

9.0

9.9

11.7

13.1

14.5

13.4

15.0

16.5

3.9

3.7

4.5

5.2

4.7

5.8

6.5

6.2

7.4

8.1

9.2

8.7

10.5

11.8

12.4

14.3

18.5

3.6

3.5

4.2

4.6

4.4

5.2

6.1

5.9

6.2

7.1

7.1

7.4

8.2

9.3

10.5

10.1

11.3

12.6

13.9

15.9

19.7

Ripple Current

(1) Termination code: See Termination Tables for available options.

ESR Maximum

100 Hz

20°C (mΩ)

180

180

180

150

150

120

130

100

660

450

460

370

300

300

260

210

210

180

150

150

120

100

1000

1100

870

700

710

580

480

480

390

390

320

320

230

190

190

160

110

1300

1300

1100

870

880

720

580

580

580

480

480

400

390

320

260

270

230

190

160

130

90

100 kHz

20°C (mΩ)

93

88

90

73

77

61

63

52

280

190

200

160

130

130

110

96

91

76

63

66

55

46

600

620

500

400

410

340

280

280

230

220

180

190

130

110

110

91

63

710

720

590

480

490

400

320

330

320

270

270

220

220

180

150

150

130

110

89

74

51

ESR

Part Number

PEH536RBG3680M(1)

PEH536RCE3680M(1)

PEH536RDD3680M(1)

PEH536RCF3820M(1)

PEH536RDD3820M(1)

PEH536RCG4100M(1)

PEH536RDE4100M(1)

PEH536RDG4120M(1)

PEH536SAC3150M(1)

PEH536SAE3220M(1)

PEH536SBC3220M(1)

PEH536SBD3270M(1)

PEH536SBE3330M(1)

PEH536SCC3330M(1)

PEH536SBF3390M(1)

PEH536SBG3470M(1)

PEH536SCE3470M(1)

PEH536SCF3560M(1)

PEH536SCG3680M(1)

PEH536SDE3680M(1)

PEH536SDF3820M(1)

PEH536SDG4100M(1)

PEH536UAC3100M(1)

PEH536UBB3100M(1)

PEH536UAD3120M(1)

PEH536UAE3150M(1)

PEH536UBC3150M(1)

PEH536UAF3180M(1)

PEH536UAG3220M(1)

PEH536UBE3220M(1)

PEH536UBG3270M(1)

PEH536UCE3270M(1)

PEH536UCF3330M(1)

PEH536UDD3330M(1)

PEH536UDE3470M(1)

PEH536UDF3560M(1)

PEH536UDG3560M(1)

PEH536UDI3680M(1)

PEH536UEM4100M(1)

PEH536VAC2680M(1)

PEH536VBB2680M(1)

PEH536VAD2820M(1)

PEH536VAD3100M(1)

PEH536VBC3100M(1)

PEH536VAE3120M(1)

PEH536VAG3150M(1)

PEH536VBE3150M(1)

PEH536VCC3150M(1)

PEH536VCD3180M(1)

PEH536VDC3180M(1)

PEH536VBG3220M(1)

PEH536VCE3220M(1)

PEH536VCF3270M(1)

PEH536VCG3330M(1)

PEH536VDE3330M(1)

PEH536VDF3390M(1)

PEH536VDG3470M(1)

PEH536VDH3560M(1)

PEH536VEI3680M(1)

PEH536VEM4100M(1)

Part Number
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推荐数据表

	零件编号	描述	制造商
	PEH536RBD3330M	Snap-In Aluminum Electrolytic Capacitors	
Kemet




	零件编号	描述	制造商
	STK15C88	256-Kbit (32 K x 8) PowerStore nvSRAM	
Cypress Semiconductor
	NJM4556	DUAL HIGH CURRENT OPERATIONAL AMPLIFIER	
New Japan Radio
	EL1118-G	5 PIN LONG CREEPAGE SOP PHOTOTRANSISTOR PHOTOCOUPLER	
Everlight
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