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Global Mixed-mode Technology Inc.

G9205

5V 2A Low Dropout Regulator with Disable

Features

„ Dropout voltage 0.5V @ IO = 2A

„ Output current in excess of 2A

„ Output voltage accuracy ±2.5%

„ Quiescent current, typically 5mA

„ Internal short circuit current limit

„ Internal over temperature protection

„ TO-220 4pin Full-Mold package

„ ON/OFF control

General Description

The G9205 positive 5V voltage regulator features the

ability to source 2A of output current. The dropout

voltage is 0.5V at 2A output current. The typical qui-

escent current is 5mA. Furthermore, the quiescent

current is smaller when the regulator is in the dropout

mode (VIN < 5.5V).

Familiar regulator features such as over tem-

perature and over current protection circuits are

provided to prevent it from being damaged by

abnormal operating conditions. A Vdis pin is pro-

vided to disable the output when needed.

Ordering Information

ORDER

NUMBER

G9205TF1T

G9205TH1T

ORDER NUMBER

(Pb free)

G9205TF1Tf

G9205TH1Tf

MARKING

G9205

G9205

TEMP.

RANGE

-40°C to +85°C

-40°C to +85°C

PACKAGE

TO-220F-4

TO-220F-4

1

VIN

VIN

PIN OPTION

234

VO GND Vdis

VO GND Vdis

Order Number Identification

GXXXX XX X X

PACKAGE TYPE

TF: TO-220F-4 (short lead)

TH: TO-220F-4 (long lead)

1

1.: VIN

PIN OPTION

2

VO

3

GND

Packing Type

Pin Option

Package Type

Part Number

PACKING

4 T : Tube

Vdis

Package Type

TO-220F-4

Top View

12 3 4

VIN VO GND Vdis
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Typical Application

ON/OFF

VIN

G9205

C1

4.7µF

IQ

IO

VOUT

COUT

47µF
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θ

MIN.

4.42

2.69

1.68

10.00

6.85

8.54

13.15

16.56

3.60

28.44

-----

-----

-----

4°

DIMENSION IN MM

NOM.

4.57

2.79

1.78

10.10

6.95

8.64

13.35

16.66

3.70

28.94

0.48

2.54(TYP)

0.635(TYP)

7°

MAX.

4.72

2.89

1.88

10.20

7.05

8.74

13.55

16.76

3.80

29.44

-----

-----

-----

11°

Taping Specification

PACKAGE

TO-220F-4

Q’TY/BY TUBE

50 ea

MIN.

0.174

0.106

0.066

0.394

0.269

0.336

0.518

0.652

0.142

1.119

-----

-----

-----

4°

DIMENSION IN INCH

NOM.

0.180

0.110

0.070

0.398

0.273

0.340

0.526

0.656

0.146

1.139

0.019

0.1(TYP)

0.025(TYP)

7°

MAX.

0.186

0.114

0.074

0.402

0.278

0.344

0.533

0.660

0.150

1.159

-----

-----

-----

11°

GMT Inc. does not assume any responsibility for use of any circuitry described, no circuit patent licenses are implied and GMT Inc. reserves the right at any time without notice to change said circuitry and specifications.
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推荐数据表

	零件编号	描述	制造商
	G9201	InGaAs linear image sensor	
Hamamatsu Corporation
	G9201-256R	InGaAs linear image sensor	
Hamamatsu Corporation
	G9201-256S	InGaAs linear image sensor	
Hamamatsu Corporation
	G9202	InGaAs linear image sensor	
Hamamatsu Corporation




	零件编号	描述	制造商
	STK15C88	256-Kbit (32 K x 8) PowerStore nvSRAM	
Cypress Semiconductor
	NJM4556	DUAL HIGH CURRENT OPERATIONAL AMPLIFIER	
New Japan Radio
	EL1118-G	5 PIN LONG CREEPAGE SOP PHOTOTRANSISTOR PHOTOCOUPLER	
Everlight
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