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CONTELEC

Singleturn Potentiometers

PD200/210

ψ20.0mm

100,000 cycles

Wirewound

Features

Immersion proof and washable

Excellent resolution

Good Linearity

High life expectancy

Stable long-term behavior

Options

Shaft length up to 50 mm

Flattened shaft

Other shafts according to drawings

(rimmed, notched, toothed, etc.)

Pilot diameter

Flattened bushing

Index point

Increased torque

Mechanical Data

Diameter

Shaft diameter

Life expectancy

Life expectancy

Max. torque

Electrical Data

Nominal resistance R

Resistance tolerance

Linearity

Maximum wiper current

Power rating

Maximum supply voltage

Maximum contact resistance

Temperature coefficient

Dielectric strength

Insulating resistance

Environmental Conditions

Storage temperature range

Operating temperature range

Climatic rating

Protection rating

Vibration

Shock

Material

Housing

Shaft

Connections

20.0 mm

6.0 mm

100,000 cycle

10,000 cycles with higher torque

0.6 Ncm

100…10KΩ

+/- 5%

+/-0.4%

100mA

2W/40℃

Umax = (P×R)-1/2

ENR 100Ω

40 ppm/℃

1500VAC/1min

10GΩ at 500VDC

-55…+125℃

-55…+125℃

55/125/56

IP67

10G (30-2,000 Hz, 0.75mm)

50G (half sine pulse, 7ms)

Plastic

Brass nickel plated

Brass gold plated
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推荐数据表

	零件编号	描述	制造商
	PD203-1C-MB	Singleturn Potentiometers	
CONTELEC




	零件编号	描述	制造商
	STK15C88	256-Kbit (32 K x 8) PowerStore nvSRAM	
Cypress Semiconductor
	NJM4556	DUAL HIGH CURRENT OPERATIONAL AMPLIFIER	
New Japan Radio
	EL1118-G	5 PIN LONG CREEPAGE SOP PHOTOTRANSISTOR PHOTOCOUPLER	
Everlight
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