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MOTOROLA

SEMICONDUCTOR TECHNICAL DATA

Quad 2-Input NAND Gate

High–Performance Silicon–Gate CMOS

The MC54/74HC00A is identical in pinout to the LS00. The device

inputs are compatible with Standard CMOS outputs; with pullup resistors,

they are compatible with LSTTL outputs.

• Output Drive Capability: 10 LSTTL Loads

• Outputs Directly Interface to CMOS, NMOS and TTL

• Operating Voltage Range: 2 to 6V

• Low Input Current: 1µA

• High Noise Immunity Characteristic of CMOS Devices

• In Compliance With the JEDEC Standard No. 7A Requirements

• Chip Complexity: 32 FETs or 8 Equivalent Gates
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Pinout: 14–Lead Packages (Top View)
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ORDERING INFORMATION
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推荐数据表

	零件编号	描述	制造商
	MC54HC00A	Quad 2-Input NAND Gate	
Motorola Semiconductors




	零件编号	描述	制造商
	STK15C88	256-Kbit (32 K x 8) PowerStore nvSRAM	
Cypress Semiconductor
	NJM4556	DUAL HIGH CURRENT OPERATIONAL AMPLIFIER	
New Japan Radio
	EL1118-G	5 PIN LONG CREEPAGE SOP PHOTOTRANSISTOR PHOTOCOUPLER	
Everlight






	
DataSheet8.cn    |   2020   |  联系我们   |   搜索  |  Simemap











