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Series T

• Triac output SSRs; Output rated from 10A to 25A @ 24-240 VAC

• AC or DC control

• Zero-crossing (resistive loads) output

PRODUCT SELECTION

Control Voltage

3-32 VDC

90-280 VAC

3-32 VDC

90-280 VAC

AVAILABLE OPTIONS

10A

TD1210

TA1210

TD2410

TA2410

25A

TD1225

TA1225

TD2425

TA2425

OUTPUT SPECIFICATIONS (1)

Description

Operating Voltage (47-63Hz) [Vrms]

Transient Overvoltage [Vpk]

Maximum Off-State Leakage Current @ Rated Voltage [mArms]

Minimum Off-State dv/dt @ Maximum Rated Voltage [V/µsec] (2)

Maximum Load Current (3) [Arms]

Minimum Load Current [mArms]

Maximum Surge Current (16.6ms) [Apk]

Maximum On-State Voltage Drop @ Rated Current [Vpk]

Thermal Resistance Junction to Case (Rjc) [°C/W]

Maximum I2 t for Fusing (8.3 msec) [A2 sec]

Minimum Power Factor (with Maximum Load)

10A

24-140

400

8

200

10

40

120

1.6

1.48

60

0.5

25A

24-140

400

8

200

25

40

250

1.6

1.02

260

0.5

10A

24-280

600

10

200

10

40

120

1.6

1.48

60

0.5

25A

24-280

600

10

200

25

40

250

1.6

1.02

260

0.5
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分享链接
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推荐数据表

	零件编号	描述	制造商
	TA1225	Panel Mount	
Crydom
	TA1226N	Y LUMINANCE TRANSIENT IMPROVER IC	
Toshiba
	TA1227AP	EDTV2 IDENTIFICATION CONTROL SIGNAL DETECTOR	
Toshiba
	TA1229NG	Color TV for SECAM demodulation IC	
Toshiba




	零件编号	描述	制造商
	STK15C88	256-Kbit (32 K x 8) PowerStore nvSRAM	
Cypress Semiconductor
	NJM4556	DUAL HIGH CURRENT OPERATIONAL AMPLIFIER	
New Japan Radio
	EL1118-G	5 PIN LONG CREEPAGE SOP PHOTOTRANSISTOR PHOTOCOUPLER	
Everlight
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