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Surface Mount Zener Diodes

Features:

*225mw Power Dissipation

*Ideal for Surface Mountted Application

*Zener Breakdown Voltage Range 2.4V to 75V

Mechanical Data:

*Case : SOT-23 Molded plastic

*Terminals: Solderable per MIL-STD-202, Method 208

*Polarity: Cathode Indicated by Polarity Band

*Marking: Marking Code (See Table on Page 3)

*Weigh: 0.008grams(approx)

SOT-23 Outline Dimensions

BZX84C2V4 Series

SMALL SIGNAL

ZENER DIODES

225m WATTS
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SOT-23

Unit:mm

Dim Min Max

A 0.35 0.51

B 1.19 1.40

C 2.10 3.00

D 0.85 1.05

E 0.46 1.00

G 1.70 2.10

H 2.70 3.10

J 0.01 0.13

K 0.89 1.10

L 0.30 0.61

M 0.076 0.25

WEITRON

http://www.weitron.com.tw
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推荐数据表

	零件编号	描述	制造商
	BZX84C3V0	300mW SURFACE MOUNT ZENER DIODE	
Diodes Incorporated
	BZX84C3V0	350 mW Surface Mount Zener Diodes	
Vishay Telefunken
	BZX84C3V0	Surface Mount Silicon Planar Zener Diodes	
Diotec Semiconductor
	BZX84C3V0	Zener Diodes	
MCC




	零件编号	描述	制造商
	STK15C88	256-Kbit (32 K x 8) PowerStore nvSRAM	
Cypress Semiconductor
	NJM4556	DUAL HIGH CURRENT OPERATIONAL AMPLIFIER	
New Japan Radio
	EL1118-G	5 PIN LONG CREEPAGE SOP PHOTOTRANSISTOR PHOTOCOUPLER	
Everlight
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